
Pave Widths 0.5 – 3.2m
Maximum Laydown Rate 250t/h
Clearance Width 1.2m

Tracked Paver

SUPER 800
Mini Class
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Highlights

   Pave widths from 0.5m up to 3.2m
   Combines with AB 200 Extending Screed  
in the TV version (tamper and vibrators)  
for high pre-compaction 

   Laydown rate up to 250t/h

    Asymmetrical material hopper

   Track gauge only 1.1m    Pave speed up to 60m/min.

  Clearance width only 1.2m    Powerful and economical Deutz engine  
rated at 45kW, with ECO Mode
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Small Paver for a Wide Range of Applications

The SUPER 800 is ideal for rehabilitation and  
construction of:
- roads in municipal areas 
- farm tracks, roads on factory grounds
- indoor applications (factory halls etc.)
- footpaths and cycle paths.

With its excellent price/performance ratio, the SUPER 800  
is also an ideal machine for the equipment pools of municipal 
road building contractors.

The SUPER 800 is a very compact small paver which,  
due to its overall design, is capable of handling a variety  
of paving applications. 

Combined with the AB 200 Extending Screed in the TV version 
(tamper and vibrators) it achieves excellent compacting 
results exceptional for a paver in its class. 



VÖGELE SUPER 800 Mini Class

VÖGELE SUPER Series www.voegele.info 76

Ideal for Use in Confined Spaces

Reinstatement of footpaths or cycle paths Surfacing paths on golf courses

Constructing farm tracks Paving asphalt between tramway tracks

Building the base for paving setts

Surfacing large areas

Paving work in sports facilities

Surfacing paths in public parks Indoor applications (factory halls etc.)   

Surfacing median strips on motorways Paving asphalt on dams

Backfilling trenches
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Paving up to Within 5cm of Boundaries

  With an outer track gauge of just 1.1m, the paver is ideal 

for paving asphalt between tramway tracks.

   Short transport length of only 4.36m and low weight 

of 6.1t allow economical transport.

 

  Due to the small clearance width of just 1.2m, surfacing 

carried out indoors in factories or basement garages,  

for instance, does not pose any problems at all. Nor does  

a narrow entrance or gate represent a bottleneck.

  The well-thought-out paver design allows machine-based 

paving up to within 5cm of boundaries. 

  When starting paving from a wall, the possibility of 

folding up the screed‘s footboard reduces manual work  

to a minimum. 

  The asymmetrical material hopper (option) with a left side 

which folds out hydraulically provides for easy supply of the 

paver with mix from a feed vehicle even when things get  

really tight.

 Slim Profiles:  
Ideal for Transportation and Paving

5cm

1,2 m

1,2 m

1.2m
1.1m

1.2m
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The small VÖGELE pavers also come with an 

outstanding material handling system that prevents 

segregation and ensures uniform spreading of  

the mix in front of the screed.

 Conveyor drive accommodated at the rear of the  

machine as in the large VÖGELE pavers. Your benefit:  

optimum power transmission ensures a high feed rate  

of the conveyor while keeping wear low.

  Conveyor movement is reversible, thus avoiding mix 

spillages when moving on the job site.

  Proportional control provided for conveyor and augers 

with monitoring of mix level at all times for an optimum 

head of mix in front of the screed.

  Amply dimensioned conveyor tunnel allows high 

throughput of mix. 

   Homogeneous spreading of mix due to large auger

blade diameter of 300mm.

  Augers mounted overhung, without lateral bearings, 

prevent segregation. 

  Augers infinitely variable in height by 100mm.

Feed with Mix Made Easy Optimal Flow of Mix

   Feed with mix also by large feed lorry.

  Large material hopper holding 5t.

  Large and oscillating push-rollers.

   Push-rollers fold in together with hopper sides.

  Hinged upper sections of hopper sides fold out  

mechanically.

  Hopper sides which fold separately and an asymmetrical 

material hopper (left-hand) available as an option allow 

supply with mix by feed lorry even when working in tight 

corners or paving along a wall.

The asymmetrical material hopper (option) allows 

mix to be supplied to the paver by feed lorry even 

under the most difficult job site conditions. 
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The SUPER 800‘s powerful and economical engine 

runs very quietly, making the paver ideal for use in 

urban areas.

  Modern Deutz engine rated at 45kW installed  

for optimum efficiency.

   ECO Mode is available for economical paving: 

- Low fuel consumption 

- Low noise 

- Long service life

   Hydraulic variable-speed fan drive guarantees

low noise levels.

   Hydraulic traction drive with separate control 

of pumps in closed circuit provides for very sensitive 

steering and easy manœuvring.

  Pave speed up to 60m/min. 

 - Pave speed 1: up to 30m/min. 

 - Pave speed 2: up to 60m/min.

   Optimized crawler unit for high tractive effort 

and excellent tracking stability.

Operation and Maintenance

  Operating concept: entire paving process  
controlled easily and conveniently from the  

operator’s control desk.

  The control desk slides across the operator‘s 

stand for optimal visibility. An extra upper footstep 

makes it possible for the operator to obtain an 

excellent overview over and beyond the paver.

 Clear arrangement of easy-to-use paver controls  

and indicators.

   Niveltronic SC Automated Grade and Slope 

Control (option), easy to handle, for precise  

monitoring and control of the screed provides for 

highest accuracy of levels even on difficult terrain.

  Easy maintenance with convenient access to all 

service points. 

  Highly wear-resistant components installed  

for a long service life.

Drive Concept:  
High Efficiency, High Tractive Effort
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Screed

between 1.1m and 0.5m, there is no need for conversion.  

As the screed floats on the mix even with the system  

for pave width reduction installed, it achieves optimal  

pre-compaction. This way, jobs such as pavement repairs 

after backfilling trenches can be carried out easily, quickly  

and to a high standard of quality. 

Equipped with tamper and vibrators, the AB 200 TV  

achieves excellent pre-compaction values which are 

exceptional for pavers in this class. The frequency of  

the eccentric vibrators is variable within the range of  

10 and 50 Hz. Tamper speed can be set to a maximum  

of 1,600 revs/min.

The AB 200 Extending Screed in the TV version is specially  

designed for use with the SUPER 800. The AB 200 TV comes 

with a basic width of 1.1m and extends hydraulically  

up to 2m. The addition of bolt-on extensions increases 

the screed’s pave width to a maximum of 3.2m. As a result, 

the range of applications of the SUPER 800 with AB 200 TV 

screed extends from small job sites to the rehabilitation 

and building of small roadways.

Thanks to a special system for pave width reduction,  

the AB 200 TV also easily handles widths smaller than 1.1m. 

Once fitted, the system allows infinite variation in width  
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Pave Widths
  Infinitely variable range from 1.1m to 2m.

   Width by addition of 2 bolt-on extensions,  

35cm each: 2.7m.

   Maximum width by addition of 2 bolt-on extensions,  

60cm each: 3.2m.

Compacting Systems
  Tamper and vibrators

AB 200 TV

The Screed for SUPER 800

AB 200 TV 
with 35cm bolt-on extensions

1,100mm

2,000mm

2,700mm

AB 200 TV 
with 60cm bolt-on extensions

1,100mm

2,000mm

3,200mm

  Once mounted, the system for pave width reduction  

allows infinite variation of the pave width from 1.1m  

to 0.5m. This is conveniently handled from the control 

desk without a need for conversion.

  With the system for pave width reduction offered  

by VÖGELE, the backfilling of trenches or paving in an 

asymmetrical width along kerbstones or walls is an  

easy game, even when using joint tape. 

  With the system for pave width reduction fitted,  

the screed floats on the mix just as it does when paving 

in a non-reduced width. This allows the layer thickness  

to be adjusted via the screed tow point rams or even  

to be controlled with Niveltronic SC, the System for 

Automated Grade and Slope Control. 

The floating screed not only provides for precise paving 

results, but also achieves excellent pre-compaction.

REDUCTION IN WIDTH

System for pave width reduction allows minimum  
width of 0.5m. 

System for infinitely variable pave width reduction.
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All the Facts at a Glance

Key: T = equipped with Tamper V = equipped with Vibrators AB = Extending Screed Subject to technical alterations.
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Dimensions in mm

POWEr UNiT

Engine: liquid-cooled Deutz diesel engine

Type: TCD 2011 L03o

Output: Nominal: 45kW at 2,300 rpm (according to DIN)

 ECO Mode: 38kW at 1,800 rpm

Fuel Tank: 75 litres

Electrical System: 24V

UNDErCArriAGE

Crawler Tracks: provided with rubber pads

Ground Contact: 1,500mm x 180mm

Suspension: rigid

Track Tension Adjuster: spring assembly 

Track Rollers: lifetime grease lubricated

Traction Drive:  separate hydraulic drive and electronic control 

provided for each crawler track 

UNDErCArriAGE

Speeds: Pave Speed 1: up to 30m/min., infinitely variable 

 Pave Speed 2: up to 60m/min., infinitely variable 

Service Brake: hydraulic

Parking Brake: spring-loaded multiple-disc brake,  

 maintenance-free

MATEriAL HOPPEr

Hopper Capacity: 5t

Width: 2,870mm

Feed Height: 500mm (bottom of material hopper)

Push-Rollers: oscillating, fold up together with hopper sides

CONVEyOr AND AUGErS

Conveyor:  1, with replaceable feeder bars,  

 conveyor movement is reversible

 Drive: hydraulic 

 Speed: up to 20m/min., infinitely variable  

 (manual or automatic)

DiMENSiONS AND WEiGHTS
 
Length:  4.36m  

 (tractor unit and screed in transport position)

Weight: Tractor unit with AB 200 TV screed,  

 pave widths up to 2m: 6.1t

CONVEyOr AND AUGErS 

Augers: 2, mounted overhung, auger rotation is reversible

 Diameter: 300mm

 Drive: separate hydraulic drive provided  

 for each auger 

 Speed: up to 60 rpm, infinitely variable

 Auger Height: infinitely variable by 100mm

SCrEED

AB 200: basic width 1.1m

 infinitely variable range 1.1m to 2m

 maximum width 3.2m 

 minimum width 1.1m to 0.5m

 (with reduction system)

Screed Version: TV

Layer Thickness: up to 20cm

Screed Heating: electric by heating rods

Power Supply: three-phase A.C. generator
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Your VÖGELE QR Code 
leads you directly to  
the “SUPER 800“ on  
our website.


